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ACCEPTABLE BRAZE CONFIGURATIONS AND DIMENSIONS 
 

PRIOR TO PERFORMING BRAZE SESSION - Please refer to the applicable Braze Test Specification Sheet 
and/or contact the Southern Regional Office for additional information.  
Also, please be sure to review NITC’s Step by Step Braze Instructions. 

 

Illustrations are from BTS15 Medical Gas Initial Braze Test – Coupons may be cut in halves or straps. 
Entire coupon must be submitted. All components must be identified. 

SINGLE COUPLING ASSEMBLY 

3” MINIMUM 3” MINIMUM 

4” MINIMUM 4” MINIMUM 4” MINIMUM 
DOUBLE COUPLING ASSEMBLY 

3” MINIMUM 3” MINIMUM 

ONLY HORIZONTAL SHOWN (MUST SUBMIT VERTICAL ALSO) 

http://www.nationalitc.com/
http://nationalitc.com/wp-content/uploads/Form720-115a_15BrazePerformanceTestPackage.pdf
http://nationalitc.com/wp-content/uploads/Form720-115a_15BrazePerformanceTestPackage.pdf
http://nationalitc.com/wp-content/uploads/Exhibit53_Rev-NITCs_StepbyStep_InstructiornfortheMedicalGasBraze.pdf

